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In any case, the German original shall prevail. 

GS Test Certificate 
 
Name and address of the 
holder of the certificate: 
(customer): 

Elettra s.r.l. 
Via De Gasperi 2 
23887 Oligate Molgora (LC), ITALIEN 

Name and address of the 
Manufacturer: 

see above 

Product designation: 
 

Blanket Washing System 

Type: 
 

CombiWash, FastWash, NewsWash 

Testing based on: 2006/42/EG Machinery Directive 2006 
EN 60204-1:2006 Safety of machinery - Electrical equipment of machines; Part 
1: General requirements   
EN ISO 13849-1:2006  Safety of machinery - Safety related parts of control 
systems - Part 1: General principles for design  
EN 1010-1:2004+A1:2010 Safety of machinery - Safety requirements for the 
design and construction of printing and paper converting machines, Part 1:  
common requirements  
EN 1010-2:2006+A1:2010 Safety of machinery - Safety requirements for the 
design and construction of printing and paper converting machines, Part 2: 
Pringing and varnishing machines including  pre-press machinery 

 

Remarks:  This GS Test Certificate replaces the GS Test Certificate  
 DP 11084 dated 06.08.2012.  

 

The type tested meets the requirements specified in article 21 para. 1 of the German Product Safety Act. 
The holder of the certificate is entitled to affix the GS mark shown overleaf  to the products complying with 
the type tested. At that, the holder of the certificate shall observe the conditions specified overleaf. 
 
The present certificate including the right to affix the GS mark is valid until: 24.07.2016 
 
Further provisions concerning the validity, the extension of the validity and other conditions are laid down 
in the Rules of Procedure for Testing and Certification of September 2010. 
 
 
 

certificate  
no. DP 11084 
dated 09.08.2012 

  

1ho
Fachbereich

1ho
Siegel_Neu
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Reverse side of the GS Test Certificate 
 
 
 
 
GS mark 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 standard design   Approved design for a  

height of 20 mm or less 
 

 

1) no. of certificate 
 
 
 
1. The holder of the certificate shall comply with the conditions to be observed in the production of the  

product specified overleaf in order to ensure conformity with the tested type. 
 
2. The Testing and Certification body shall, in regular intervals, carry out control measures for 

monitoring the production and the correct application of the GS mark. 
 
3. The person responsible for the production has been obliged to observe the conditions  

according to 1.and to accept the control measures 
 
4. The Testing and Certification Body shall withdraw the allocation of the GS mark from the holder of the  

certificate if the requirements according to article 7 para. 1 sentence 2 of the German Equipment  
and Product Safety Act are modified or the conditions according to 1. are not met. 

 
5. The GS mark shall only be applied and it shall only be used in advertising, if the conditions according 

to article 7 para. 1, sentence 1 of the German Equipment and Product Safety Act are met. 
 

 

XX 
..... 1) 

XX 
..... 1) 


	GS mark

